» NSF Excel Makeready Cover Plate Upgrade (SF-4723)
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Preparing the Makeready Plate:

Remove the makeready plate from the press.

Remove the cover (blue temp) plate from the makeready plate.

Remove all debris and contaminates from all makeready plate surfaces.

Use a good quality flat file to restore/repair all damaged surfaces on the makeready plate.

Use emery cloth or course Scotch-Bright and a small amount of oil to restore surfaces on the makeready plate.
Wipe all makeready plate surfaces with a rag or paper towel with a small amount of oil.

Do not wipe the makeready plate with solvents.

Installing the Makeready Plate Upgrade:

Slightly loosen the four, stainless steel button head screws (A) with a 5/64" Allen wrench.

Place the cover plate on the makeready plate with the dowel pins fitting in the slots (B).

Slide the cover plate towards the non-operator side of the makeready plate so the slots “bottom out” on the
dowel pins.

Apply a small amount of medium strength Loctite onto the 6-32 Philips head screws (2).

Thread the two screws in the tapped holes visible in the cover plate “keyholes” (C).

Tighten the two screws, then loosen each screw slightly so the cover plate can slide between the head of the
screw and the makeready plate (when the Loctite sets, this spacing will be held in place).

Push the cover plate towards the non-operator side of the makeready plate and check to ensure the edges
of the cover plate align with the edge of the makeready plate, then tighten the (4) 6-32 stainless steel button
head screws with a 5/64" Allen wrench.



Final Check:

The gap between the Philips head screws and the makeready plate will control the up/down movement of the
new cover plate.

The dowel pins/slots will align the new cover plate to the makeready plate.
The magnets will hold the new cover plate in the aligned position.

During Operation:

To remove the new makeready cover plate:

Open the hinged impression area guard.

Grip and pull the cover plate (movement will be limited by the length of the slots).
Lift the operator end of the cover plate up and slide the plate out of the press.

To install the new makeready cover plate:

Slide the cover plate in the press.

Lower the “keyholes” in the plate over the Philips head screws.
Push the plate in to “bottom out” the dowel pins in the slots.



